@4.37 mm
[.172 in]
to suit an M4
or #8 bolt (2 places)

56.00 mm
[2.205 in]

SAE J1939

Global Elegtronic Solutions
DUAL VALVE %ONTROLLER
PIN: AX020200 C€

30.58 mm
[1.204 in]

50.39 mm
[1.984 in]

(88.23 mm
[3.474 in]

DETAIL A

molded in Deutsch IPD receptacle,
based on DT04-08PA, mates

with DT06-08SA

48.71 mm
[1.918 in]
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JMNIC

Global Electronic Solutions

DUAL VALVE CONTROLLER
SAE J1939
33,28 mm pIN: Ax020200 C €
[1.310 in] \ J
[
label detail
30.99 mm 70m/ 10.80 mm e — AXIOMATIC TECHNOLOGIES
L _ 33.28 mm . , 5915 WALLACE ST
[1.220n] (1310 in] [2.736n] (425 in] ALLMNIC R
T O LE RA N C E S MATERIAL DRAWN DATE TITLE
- - injection molded TF | 8/27/2015 Dual Output CAN Controller, 11939
: al IlCE:j |o.n 0K mai/'_n:)r.'OOI g|aSS ﬁ”ed PA66 CHECKED | DATE DWG REV DWG NO ) PART REV
e ) SN DL | D1 | AX020200MD A
fractional +/- 0.031 | fractional +/- 0.031 welded DL full AX020200 1.1
4 2 | 1




