
detail  A

Molded in Deutsch IPD 

p/n DT04-2S, mates to valve 

coil with integral DT04-2P connector 

(not supplied).
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THE INFROMATION CONTAINED IN THIS DRAWING IS CONDIFENTIAL AND PROPRIETARY AND

REMAINS THE EXCLUSIVE PROPERTY OF AXIOMATIC TECHNOLOGIES CORPORATION.  THIS

DRAWING MAY NOT BE USED, REPRODUCED IN WHOLE OR IN PART, NOR REVEALED TO

OTHERS WITHOUT THE PRIOR WRITTEN CONSENT OF AXIOMATIC TECHNOLOGIES

CORPORATION. BY ACCEPTANCE OF THIS DRAWING, THE BEARER AGREES TO THE THESE

CONDITIONS.
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C

Single Valve Controller, Plug-In, 1

Signal Input

WA
 

D1

     fabrication

X.XXX     +/- 0.015

X.XX       +/- 0.031

X.X         +/- 0.031

fractional +/- 0.031

      machining

X.XXX     +/- 0.001

X.XX       +/- 0.005

X.X         +/- 0.015

fractional +/- 0.031

 

TOLERANCES

8/23/2013

NYLON 6,6 with

30% glass fill

Gasket made of

silicon rubber

AX023100-MD

AX023100-MD

full

.750 in

[19.1 mm]

2.288 in

[58.1 mm]

.728 in

[18.5 mm]

1.441 in

[36.6 mm]

2.163 in

[54.9 mm]

1.660 in

[42.2 mm]

1.575 in

[40.0 mm]

3.038 in

[77.2 mm]

1.526 in

[38.8 mm]

.878 in

[22.3 mm]

2

molded in Deutsch IPD 

p/n DT04-6P, mates to 

Deutsch IPD p/n DT06-6S, 

sold as part of mating plug 

kit PN AX070119 


