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PIN# FUNCTION
P/N: AX023240-02 1 Power -
PIN# FUNCTION g g::_::l
Power - "
; ST 4 Output_GND
3 c AN:H 5 Input_GND
4 Output_GND 6 Input 1+ (ENC_A)
5 Input_GND
6 Input 1+ (ENC_A) 7 Input 2+ (ENC_B)
= Input 2+ (ENC_B) 8 +5V Reference
8 +5V Reference 9 Output 2+
9 Output 2+ 10 Output 1+
10 Qutput 1+ 1 CAN_Shield
11 CAN_Shield 12 P &
ower
12 Power + k J
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'CONDITIONS. 905-602-9270
I 4 TOLERANCES MATERIAL DRAWN | DATE TITLE Dual Valve Controller with Encoder
W TF |2019-02-26 Inputs, 11939, 1 mbps
0020713001 fabrication machining High Tempera ture CHECKED | DATE DWG REV DWG NO PART REV
— XXXX  +/-0.015 | XXXX  +/- 0.001 _NH-
XXX +-0.031 | XXX +/-0.005 Nylon housing DL D1 AX023240-02-MD A
X.X +/-0.031 | XX +/- 0.015 APPROVED | DATE SCALE PART NO SHEET
fractional +/- 0.031 | fractional +/- 0.031 DL Full AX023240-02 11
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