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TE Deutsch DT04-12PX receptacles
Keyed A / C / D / B as shown
Mates with DT06-12SX (all variations)
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REVISIONS
REV. DESCRIPTION DATE APPROVED

P1-D1 initial release August 12-2024 GDV

P2-D1 PCB updates August 28-2025 GDV
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PROPRIETARY AND CONFIDENTIAL
THE INFROMATION CONTAINED IN THIS DRAWING IS CONDIFENTIAL AND PROPRIETARY AND 

REMAINS THE EXCLUSIVE PROPERTY OF AXIOMATIC TECHNOLOGIES CORPORATION.  THIS 
DRAWING MAY NOT BE USED, REPRODUCED IN WHOLE OR IN PART, NOR REVEALED TO OTHERS 

WITHOUT THE PRIOR WRITTEN CONSENT OF AXIOMATIC TECHNOLOGIES CORPORATION. BY 
ACCEPTANCE OF THIS DRAWING, THE BEARER AGREES TO THE THESE CONDITIONS.
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DWG REV

SCALEDATE
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THIRD ANGLE PROJEVTION
X.XXX 0.005
X.XX 0.01
X.X 0.1
ANGLES 1.0
Others follow ISO 2768-2,
tolerance class K 

UNLESS OTHERWISE SPECIFIED
IN DRAWING TOLERANCE ON:

SIZE

TOOL
SOLIDWORKS

PA6630%gf housing

AX031220

AX031220-MD

Aug 29-25
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MULTI-FUNCTION I/O MODULE WITH 
ISOLATED INPUTS AND RELAY OUTPUTS 
48 PIN DEUTSCH BOX


