3

1.813in
[46.04 mm]

2.895 in
[73.52 mm]

1.600 in
[40.64 mm]

e —

3.563 in

[90.50 mm)]

M12 A coded
5 pin receptacle
CAN connector

M12 A coded
8 pin receptacle
Ethernet connector

@0.217 in

[5.51 mm]
to suit an M5 or
#10 bolt (2)

0.781 in
[19.84 mm]

1

CAN connector pinout

Description

CAN_SHIELD

Power Out (+ Voltage)

Power GND (- Voltage)

CAN_H

CAN_L

4.188 in
[106.37 mm]

B

( 1.310in
[33.26 mm]

i

0.437 in
[11.11 mm]

-

Ethernet connector pinout

IN#

Description

Power IN

Power GND

Power GND

Ethernet TX-

Ethernet RX+

Ethernet TX+

Power IN

P
1
2
3
4
5
6
7
8

Ethernet RX-

WY MITIC

Global Electronic Solutions
CAN/ ETHERNET CONVERTER, RESTful
PART NUMBER: AX140900RST

VORI I

SERIAL NUMBER: 0000122001 c €

L

\__ MADE IN CANADA MAC ID: B4-37-D1-A0-0F-F3

.

)

device plate label

ET/ AXIOMATIC TECHNOLOGIES

Ap 1M

Global Electronic Solutions

CORPORATION
5915 WALLACE ST.
MISSISSAUGA, ON

CANADA L4Z1Z8
905-602-9270

TOLERANCES

fabrication
X.XXX  +/-0.015
XXX +/- 0.031
XX +/- 0.031
fractional +/- 0.031

machining
X XXX +/- 0.005
XXX +/- 0.010
XX +/- 0.015
fractional +/- 0.031

MATERIAL DRAWN DATE TITLE
PA66-30%GF TF [2022-01-12 | CAN to Ethernet Converter, RESTful
ultrasonically welded CHECKED | DATE DWG REV DWG NO PART REV
housing, polycarbonate D1 AX140900RST-MD A

overlay, UL94-V0 rated

APPROVED | DATE SCALE PART NO

full AX140900RST

SHEET

10f1

3

2

1



