
 

 

 
TECHNICAL DATASHEET #TDAX022320 

Dual Valve Controller, Plug-In, 1 Universal Signal Input 
1x Current, Voltage, Resistive, PWM, or Digital Input 

2x 2.5A Proportional or Digital Outputs 
Configurable with Axiomatic Local Controller EWRITE GUI 

P/N: AX022320 
 
Control localized at the hydraulic valve with configurable control profiles 
 
Features 
• 1x universal signal input (voltage, current, resistive, PWM, or digital types) 

• 2x outputs to drive 2.5 A hydraulic valves (proportional or digital)  

• Superimposed dither 

• Independent ramps (0 to 60 sec.) to suit the application 

• 12 or 24 VDC nominal input power 

• Rugged IP67 enclosure 

• Integrated connectors to minimize wiring and reduce 
installation time 

• Compact, plug-in style for valve coils having a 
molded-in electrical connectors 

• Includes standard control profiles identified by model 
types AXLCV Valve Controller, AXLCF Fan 
Controller, AXLCT Transmission Controller, and 
AXLCTI Transmission Controller with inverse profile 

• User programmable functionality via Axiomatic Local 
Controller EWRITE GUI 

 
Applications 
The hydraulic valve controller is designed to meet the rugged demands of mobile equipment, oil 
and gas equipment, and heavy-duty industrial machine applications. It can be used for distributed 
control of the following. 

• Flow or pressure control of single solenoid hydraulic valves 

• Control of dual solenoid hydraulic valves with interface to a joystick 

• Control of hydraulic fan drives 

• Transmission control for accurate low-speed control of vehicles 

• Soft shift of valve coils 

 
Ordering Part Numbers 
Dual Valve Controller, Plug-In, 1 Universal Signal Input- P/N: AX022320  
 
Accessories: 
Service Tool: Axiomatic Local Controller EWRITE GUI and GUI user manual are available 
from https://www.axiomatic.com/customer-downloads/. Contact Axiomatic for access. 
 
Configuration Cable for GUI: AX070127 
 
Mating Connector KIT (for the 6-pin Connector): AX070119 
(See General Specifications below for details.) 

https://www.axiomatic.com/customer-downloads/
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Description 
The 1x Universal Input, 2x Outputs Valve Controller is designed for versatile control of up to two 
proportional outputs to directly drive coils or other inductive loads up to 2.5 A. The controller has 
one fully programmable universal input that can be setup to read voltage, current, resistive, PWM, 
or digital input signals. The two outputs can be setup as proportional current, proportional voltage, 
or PWM. Both outputs are high-side driven (sourcing) outputs. The control algorithms allow the 
user to program the controller for a wide range of applications without the need for custom 
software. The controller includes user selectable standard control profiles identified by model type 
AXLCV Valve Controller, AXLCF Fan Controller, AXLCT Transmission Controller, or AXLCTI 
Transmission Controller with inverse profile. A service tool, Axiomatic Local Controller EWRITE 
GUI, is provided for user programming via PC. The GUI tool requires a configuration cable 
AX070127. 
 

 
Figure 1.0 - De-Rating Curve (based on both outputs on) 

 
Figure 2.0 – Dimensional  Drawing 
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Technical Specifications 
Specifications are indicative and subject to change. Actual performance will vary depending on the application and 
operating conditions. Users should satisfy themselves that the product is suitable for use in the intended application.  
All our products carry a limited warranty against defects in material and workmanship. Please refer to our Warranty, 
Application Limitations & Return Materials Process as described on https://www.axiomatic.com/service/. 
 

Power Supply  
Power Supply Input  12 or 24 VDC nominal 

(8 to 36 VDC power supply range) 

Quiescent Current 40 mA at 12 V; 24 mA at 24 V (typical) 

Protection Surge protection is provided. 
Reverse polarity protection is provided. 
Undervoltage is provided. Hardware and software shutdown at 6 V. 
Overvoltage protection up to 40 V is provided. 

 

Input 
Input 1 universal signal input is provided user selectable as voltage, current, resistive, PWM, 

or digital 

Voltage Input 0-5 V or 0-10 V 

Current Input 0-20 mA or 4-20 mA 
Impedance: 249 Ω 

Resistive Input 10 Ω to 5 kΩ 

PWM Input  100 Hz to 10 kHz 
Duty Cycle: 0 to 100 % 
1.5 to 3.5 V 

Digital Input Active high up to +Vsupply or active low to ground 

Resolution and Accuracy 12-bit analog to digital (voltage, current, and resistive) 
 
Voltage Type: 1 mV resolution, ±1 % error 
 
Current Type: 1 µA resolution, ±1 % error 
 
Resistive Type: ±1 % error 
 
PWM Type: 
100 Hz to 10 kHz: 0.01 % resolution, ±0.5 % error 

Protection The inputs are protected against shorts to Ground or +Vsupply. 

 

Outputs 
Output 2 independent software controlled outputs 

 
Half-bridge outputs, current sensing, grounded load 
High side switch (sourcing output) 0 to 2.5 A 
High Frequency Drive 
Refer to Figure 1.0. 

Functions User selectable from the following 

• Proportional Current 

• Proportional Voltage 

• PWM Duty Cycle (Configurable from 1 Hz to 25 kHz only, if no current output types 
are selected. Otherwise, the default of 25 kHz is used.) 

Resolution and Accuracy Current: 1 mA resolution, ±2 % full scale error 
Voltage: 0.1 V resolution, ±5 % error 
PWM: 0.1 % resolution, ±0.1 % error 

Dither 50 to 400 Hz 
0 to 10 % of I-max 

Ramp Times Independent 
0 to 60 sec. 
Full scale (0 to maximum current) 

Protection for Output A + Output A which plugs directly into the valve is protected against a short to Ground.  

Protection for Output B +  Output B is protected against short circuit to Ground and short circuit to power supply 
rail. The unit will fail safe in the case of a short circuit condition, self-recovering when the 
short is removed. 

Output Grounds Two are provided. 

 

  

https://www.axiomatic.com/service/
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General Specifications 
Microcontroller STM32, 32-bit, 128 KB program memory 

Control Logic User programmable functionality. Refer to the User Manual for details. 

Control Logic User programmable functionality using a service tool. 
 
The controller includes user selectable standard control profiles identified by model type 
AXLCV Valve Controller, AXLCF Fan Controller, AXLCT Transmission Controller, or 
AXLCTI Transmission Controller with inverse profile. 
 
The controller also includes user selectable control profiles for single output/single slope, 
single output/dual slope, dual output/single slope or dual output/dual slope. 
 
Parameters to fine tune the outputs to the fan include cold start, hotshot, coldshot, auto 
over temperature, and other configurable settings. 
 
There is an inching control method configurable as on or off and assigned to forward or 
reverse operation. 
 
Refer to the User Manual for details. 

User Interface A service tool is available for user configuration, the Axiomatic Local Controller 
EWRITE GUI. It is available from https://www.axiomatic.com/customer-downloads/. 
Contact Axiomatic for access. Contact sales@axiomatic.com for the password. 
 
The Axiomatic Local Controller EWRITE GUI requires a configuration cable P/N: 
AX070127. The configuration cable allows access to the one-wire serial port (over the 
universal input pin). 

Operating Temperature -40 to 85 C (-40 to 185 F) 

Storage Temperature -50 to 105 C (-58 to 221 F) 

Protection IP67 

Weight 0.15 lbs. (0.068 kg) 

Enclosure Molded enclosure, ultrasonic welded assembly, polyester, 15% glass 
Silicone seals, integral connectors 
3.037 in. x 1.44 in. x 1.66 in. (77.1 mm x 36.6 mm x 42.2 mm) 
L x W x H including integral connectors 

 

https://www.axiomatic.com/customer-downloads/
mailto:sales@axiomatic.com
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Electrical Connections 
Electrical Connections 6-pin integral connector (equivalent TE Deutsch P/N: DT04-6P); mates with TE Deutsch 

P/N: DT06-6S (not supplied). 
 

 
2-pin integral connector (equivalent TE Deutsch P/N: DT06-2S); mates with valve coil 
connector TE Deutsch P/N: DT04-2P (not supplied) 
 
 

Models: AX022320, AXLCV Valve Controller, AXLCF Fan Controller, 
AXLCT Transmission Controller, and AXLCTI Inverse Transmission Controller 

Pin Description 

 

1 Solenoid B - or Reverse - 

2 Signal - 

3 Signal + 

4 Power + 

5 Power - 

6 Solenoid B + or Reverse + 

Models: AX022320, AXLCV Valve Controller, AXLCF Fan Controller, 
AXLCT Transmission Controller, and AXLCTI Inverse Transmission Controller 

Pin Description 

 

1 Solenoid A + or Fan + or Forward + 

2 Solenoid A - or Fan - or Forward - 

Mating Connector KIT 
(for the 6-pin connector) 

Mating Connector KIT (for the 6-pin connector) – P/N: AX070119 (includes 1x plug  
DT06-6S, 1x wedgelock W6S, and 6x contacts 0462-201-16141). 
Wires should be of the appropriate gauge to meet requirements of applicable electrical 
codes and suit the specifications of the connector(s). 

Configuration Cable Configuration cable for Axiomatic Local Controller EWRITE GUI: AX070127 
 

 
 

DT04-6P Connector Pinout for AX070127 Configuration Cable 

Pin Description    

1 Not used 

2 Not used 

3 Not used 

4 Power + 

5 Power -  

6 Not used 

DB-9 Connector Pinout for AX070127 Configuration Cable 

Pin Description    

1 Not Used 

2 RxD 

3 TxD 

4 Not Used 

5 Not Used 

6 Not Used 

7 RTS 

8 Not Used 

9 Not Used 
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