TECHNOLOGIES CORPORATION

TECHNICAL DATASHEET #TDAX070120

Configuration Cable for Plug-In Valve Driver for AX023100

Ordering Part Number

Configuration Cable for Plug-In Valve
Driver (for AX023100) - P/N: AX070120

P/N: AX070120

Technical Specifications
The configuration cable AX070120 consists of the following parts.

Item | Description | Quantity
Connectors

TE Deutsch DT06-6S 6-pin plug connector, grey 1

TE Deutsch W6S Wedgelock for DT06-6S plug 1

TE Deutsch DT04-6P 6-pin receptacle, grey 1

TE Deutsch W6P Wedgelock for DT04-6P receptacle 1

TE Deutsch 0462-201-16141 Contact, 16 AWG, socket, solid, 16-20 AWG wire 6 mm SL 4

TE Deutsch 0460-202-16141 Crimp pin, 16&18 gauge, 7 mm SL 2

DB9 Female DB9 female assembly 1
Wires

Tevelec T5452-30-30 Cable, 2 conductor, twisted, 18 AWG, 16/30, PVC, unshielded, red/black 130 cm
SYCO SY9202 Cable, grey, 2 conductor, 20/7 AWG, PVC, unshielded 500 cm

Weight: 0.12 Ib. (0.054 kg)
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