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Axiomatic offers rugged LIN/CAN Converters (SAE J1939 or CANopen®) with a 
PWM output, suitable for use in harsh conditions. 
 
 

LIN/CAN converters facilitate bidirectional data exchange between a LIN network and a CAN 
network and generate one PWM output signal. The AX140610 converter supports SAE J1939 
protocol while the AX140611 converter supports CANopen® protocol. Both modules comply 
with LIN 2.2A specification and can be configured as Master or Slave. 

 

The AX140610 supports 75 LIN Signals, 25 LIN Unconditional Frames, 25 CAN Receive 
messages, and 25 CAN Transmit messages. The device features auto-baud-rate detection for 
CAN and can be configured using the Axiomatic Electronic Assistant, P/N: AX070506K. 

 
AX140610 — LIN/CAN Protocol Converter, PWM Output, SAE J1939 

 

The AX140611 supports 35 LIN Signals, 10 LIN Unconditional Frames, 25 CANopen® RPDO 
messages, and 25 CANopen® TPDO messages. An EDS file is provided to users for the 
configuration of the unit using standard CANopen® tools. 

 
AX140611 — LIN/CAN Protocol Converter, PWM Output, CANopen® 

https://www.axiomatic.com/product/canlin-protocol-converter-with-pwm-output-sae-j1939-ax140610
https://www.axiomatic.com/product/can-lin-protocol-converter-with-pwm-output-canopen-ax140611
https://www.axiomatic.com/product/canlin-protocol-converter-with-pwm-output-sae-j1939-ax140610
https://www.axiomatic.com/product/axiomatic-electronic-assistant-kit-iii-usb-can-converter-usb-a-to-usb-c-cable-usb-c-to-usb-c-cable-can-cable-installation-instructions-ax070506k/
https://www.axiomatic.com/product/canlin-protocol-converter-with-pwm-output-sae-j1939-ax140610/
https://www.axiomatic.com/product/can-lin-protocol-converter-with-pwm-output-canopen-ax140611
https://www.axiomatic.com/product/can-lin-protocol-converter-with-pwm-output-canopen-ax140611/


 

 

 

The LIN/CAN converters can operate with 12 or 24 VDC battery power supply (9 to 32 VDC). 
They are protected against surge, transients, reverse polarity, over-voltage, and under-voltage 
faults. These devices come in compact, IP67-rated enclosures that can withstand dust and 
water exposure. The converters can be used in a variety of applications including, but not 
limited to, off-highway and agricultural equipment and commercial trucks. 
 
For more details, please visit the AX140610 and AX140611 webpages. 
 
You can browse through Axiomatic’s range of LIN/CAN Protocol Converters and other 
Connectivity Solutions. 
 
Axiomatic specializes in the design, development, and production of control solutions tailored 
for diverse applications where performance and reliability are of utmost importance. Our team 
of design engineers designs products and components in both Canada and Finland, while our 
manufacturing operations are located in Canada. A US location is underway. 
 
Contact: Alyssa Menard | Marketing Communications Specialist 
alyssa.menard@axiomatic.com  
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